
ARB Approved IOM – Executive Orders VR-201-F and VR-202-F (75 Series Hoses)  Page 33

Healy Model 75 Series Inverted Coaxial Hoses

1.0 Healy Model No. 75 Series Coaxial Hose

Healy 75 Series Hoses and Hose Assemblies should be serviced by a Healy Certifi ed 

Technician.  Hoses should be inspected for kinks, fl at spots, abraded outer cover (wire 

strands visible) and leaking fi ttings on a weekly basis.

Note: The following procedures shall be conducted after installation or repair, 

with the dispenser authorized and ready to dispense fuel.

1.1 Field Serviceable Hose Components

1.1.1 Healy Part No. HB-2 O-ring (Item 1, in Figure below).  This o-ring seals the fi tting 

to the nozzle and the adaptor.  Liquid gasoline visible on the hose indicates a 

damaged or improperly installed HB-2 o-ring.  Replace the o-ring, if necessary.

1.1.2 Healy Part No. HB-4 Quad Seals (Item 2, in Figure below).  These quad seals 

are used on the end of the hose that attaches to the breakaway assembly (or 

fl ow limiter, if equipped).  If the symptom is meter creep (gallons dispensed 

display on dispenser is counting up when the nozzle is not dispensing gasoline), 

check the HB-4 quad seals at the breakaway (or fl ow limiter, if equipped) end of 

the hose for cuts or damage.  Replace the seals, if necessary.

1.1.3 Healy Part No. 291 O-ring (Item 3, in Figure below).  These o-ring seals are used 

on the end of the hose that attaches to the nozzle or hose adaptor assembly.  If 

the symptom is meter creep (gallons dispensed display on dispenser is counting 

up when the nozzle is not dispensing gasoline), check the 291 o-rings at the 

nozzle or adaptor end of the hose for cuts or damage.  Replace the seals, if 

necessary.

Lubricate any o-ring or Quad Seal before installing the hose assembly into an adaptor, 

breakaway or nozzle assembly to make it easier to install and prevent the seal from 

getting cut.  Motor oil (any weight) is acceptable for lubricating an o-ring or Quad Seal.

Rule of Thumb: O-rings to Nozzle and Hose Adaptor

     Quad Seals to Breakaway (or Flow Limiter)
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1.2 Healy Model No. 75B Series Coaxial Hose Breakaway
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1.2.1 Assembly and Installation Instructions

1.2.1.1 UL-Required Notice

Underwriters  Laboratories, Inc.  

(UL) requires that the installer

of this product insure, before

connecting this breakaway, that  

no damage will occur to the

hose or dispenser before valve

separation.  The installer must  

test to be certain the dispenser

is securely bolted to the

dispensing island by using a

procedure similar to that shown

to the right and described

below.

1.2.1.2 Pull Force Test

Attach a one-half inch diameter

rope to the dispenser using a

nipple/tee combination.

Before charging the dispenser

with the product or with

electrical power, attach the  

rope with a spring scale to the

dispenser’s product outlet.

Pull on the rope/scale with a gradual force up to 350 pounds.

Observe the dispenser to assure there is no movement.

Perform this test from several different angles, being sure the 

dispenser is secure during each test.

After completion of testing, remove the rope and hardware to fi nish 

installation of the Healy hose and breakaway assembly.


